LUKOIL

Renault RN710 certificate

Supplier 000 "LLK-International”
s | CSIOENTIEE
CONFIDENTIAL
ACEA AUB410
Grade Ow-40
Sl sy 1320
S 370
Kinematic viscosity (40°C) 76,0
Kinematic viscasity (100°C) 1340
Noack 104
Caloium P
Ae 1051
Magnesium =
Sifpior 021
Phosphorus s
Chiorine e
Molybderum .
i 0
i 6
Bt 70
Boiphsied Axh 11
TAN 24
TBN 101
RE1-FPM —
RE2199 - ACM e
REH04 - VMO e
RE4-NBR o
AEM - VAMAC e
Foaming Seq1 o0
Fosiripy Seq2 1010
Foarning Seqd "
Foaming Seqd T
ces —
Pumping limit T* (MRV) 24600@-40

Renault: Date, Name, Signature

C.DUMC w

N

49l14 (015

T

Density 844
Open-vessal flash point 28
Pour point -48
Copper cormosion 1a
Anti-wear properties. 04
De-airing 2%
Water content 0,04
ase oh typ 8 oo CONFIDENTIAL
ToC Classe2
MCT 7
Auto-ignition T* 344
TUSJP high temperature deposits Pass
Seq VG low temperature shidge Pass
TU3M cam wear Pass
M111 black sludge Pass
M111 fuel sconomy
DVA4TD dispersivity Pass
(OMBAE Viscosity stabiity ot oil consumption Pass.
VW DI piston cloanliness & ring sticking Pass.
I LLR l 31 L Renault LLR NR
Renault Registration Data (to be filled by Renault's delegate only)
Final Technical data (ddimm/yyyy) 29.10.2015
g Sample delivery (dd/mmiyyyy) 12.09.2013

Centificate serial number

RNO710-13-56

Delivered on (dd/mmiyyyy)

ANQIAA0nS

Valid till (dd/mmiyyyy)

A9 /M /9049

Certificate

Letter ref (NDS)

68150-2015-316

Supplier commitment: Date, Name, Signature

| hereby certify that all data submitted in this form s correct and issues from Renault-approved
Renault-cartifisd (saif- 3

ag 1 process) testing facilties.




